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COOLTEC

"DRAFT BEER POWER-PAK"

LOW PROFILE SERIES

L-SERIES

DEDICATED CHILLER [ MAXIMUM
MODEL NO.# HP | VOLTAGE |CIRCUIT QTY. CAPACITY |LINE
L-SERIES voursmseaerz | (AMPS) OF (MBH) RUNS
PUMPS | @ 95°F (FEET)
PPL-025-1/1 1/4 115-1-60 20 1 2.48 70
PPL-030-1/1 1/3 115-1-60 20 1 3.21 100
PPL-050-1/1 172 115-1-60 20 1 4.78 150
NOTES: -ALL SYSTEMS ENGINEERED WITH R-448A REFRIGERANT.
-WATER COOLED UNITS AVAILABLE.
DEDICATED CHILLER [ MAXIMUM
MODEL NO.# HP | VOLTAGE |CIRCUIT QTY. CAPACITY |LINE
M- SERIES VOLTS-PHASE-HERTZ (AMPS) OF (MBH) RUNS
PUMPS | @ 95°F (FEET)
PLM-050-1/1 172 115-1-60 20 1 4.78 150
PLM-050-1/2 172 115-1-60 30 2 4.78 300
PLM-075-1/1 3/4  |115-1-60 30 1 7.39 150
PLM-075-1/2 3/4  |115-1-60 30 2 7.39 300

M-SERIES

NOTES: -ALL SYSTEMS ENGINEERED WITH R-448A
REARKRERANIED UNITS AVAILABLE.

COOLTEC REFRIGERATION CORP.

1250 E. FRANKLIN AVE. UNIT B, POMONA, CA 91766
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COOLTEC e

QTY:

AIR COOLED UNIT FOR BEER COOLING SYSTEMS
'"DRAFT BEER POWER-PAK"
LOW PROFILE SERIES

LIFT-OFF LOUVERED PANEL
AT RIGHT END ACCESS
TO CONDENSER

DIGITAL THERMOSTAT

ACCESS LID TO GLYCOL
TANK TO CHECK FLUID
LEVEL AND REFILL GLYCOL

=]

72” LONG POWER CORD
WITH NEMA 5-20P PLUG

LIFT-OFF LOUVERED PANELS
AT FRONT AND LEFT END
FOR ACCESS TO PUMP

GLYCOL SUPPLY AND

RETURN LINE sndere RAASA

MODELS:
[ ] PPL-025-1/1 (1/4 HP) SERIES WITH ONE PUMP, UP TO 70 FT. c@us LISTED c €
[ ] PPL-030-1/1 (1/3 HP) SERIES WITH ONE PUMP, UP TO 100 FT.

[] PPL-050-1/1 (1/2 HP) SERIES WITH ONE PUMP, UP TO 150 FT. Sa81 FLE Sha2027

COOLTEC'S COMPACT DESIGN

The Glycol Beer Cooling System is a closed loop re-circulation chiller system that delivers
28°F Glycol to beer trunk lines (at 95°F ambient temperature).

Because the "Power-Pak" uses mechanical refrigeration, a constant fluid rate, pressure and
temperature are maintained and designed at maximum 100°F ambient temperature (Ambient
temperature- provide cooling of 1000 CFM per 1.0 HP). Operation at peak performance, the
unit will be able to produce a better product with consistent quality at a higher production rate.

STANDARD FEATURES

* Low Profile and compact design.

* Steel housing, powder coat finish (color almond). Stainless Steel finish, optional.

* Adjustable electronic temperature control with digital read-out.

* High efficiency compact heat exchanger to provide efficiency for longer beer line runs up to 150 Feet.

* Easily accessible, positive displacement rotary vane pump, with 1/3 HP ball bearing type motor
assembly, with power cord and plug connected to toggle switch, for easy service.

* Factory pre-mixed Glycol fluid (35% concentration)

* Available in 115 Volts, Single Phase, 60 Hertz. 6'-0" power cord with NEMA 5-20P plug

* Economical to install.

FACTORY INSTALLED ACCESSORIES
Condensing unit with pre-assembled liquid line drier and sight glass, electronic temperature control

with digital read-out, heat exchanger, TX valve, and Glycol tank. One Glycol supply and one
Glycol return barbed fitting connectors.

COOLTEC REFRIGERATION CORP.

1250 E. FRANKLIN AVE. UNIT B, POMONA, CA 91766 s T: 909-865-2229 % F:909-868-0777
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COOLTEC

AIR COOLED UNIT FOR BEER COOLING SYSTEMS
'DRAFT BEER POWER-PAK"
LOW PROFILE SERIES

R448A REFRIGERANT - GLYCOL COOLANT

| » |
30 1/4 HP 115 voLT
POWER—PAK ONE PUMP
L—SERIES —‘ r

18" PPL—025—1/1
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18" 307 18"
LEFT END VIEW FRONT ELEVATION VIEW RIGHT END VIEW
(GLYCOL TANK AND PUMP) (GLYCOL PUMP AND MOTOR) (CONDENSER’S SIDE)
FLUID-PAK'S SPECIFICATIONS:
MAX. | emee | PUMP GLYCOL DIMENSIONS ToTAL | POWER CORD | SHIPPING
MODELNO.|HP | LINE [capacity CONNECTIONS SYSTEM | AND PLUG
RUN | MBE* 4 ypes | ory. | iNceT |outLeT | LENGTH | wipTH |HEIGHT | (115.1.60) | NEMA RATING [weigur cuBe
PPL-025-1/1 |} 1/4 | 70 FT. 2.48 1/3 1 12" 12" 30" 18" 16" 11.5 NEMA 5-20P 160 6
PPL-030-1/1 § 1/3 | 100 FT. 3.21 1/3 1 12" 12" 30" 18" 16" 12.7 NEMA 5-20P 170 6
PPL-050-1/1 | 1/2 | 150 FT. 4.78 1/3 1 12" 12" 30" 18" 16" 16.0 NEMA 5-20P 180 6

NOTES: ALL SYSTEMS ENGINEERED WITH R448A REFRIGERANT.
GLYCOL CONCENTRATION: (TYPICAL AT ALL UNITS) 35% GLYCOL, 65% DISTILLED WATER.
*CHILLER CAPACITY AT 25°F SUCTION PRESSURE (1 MBH = 1000 BTU/HR)
DESIGNED AT MAXIMUM 100°F AMBIENT TEMPERATURE. PROVED COOLING AIR OF 1000 CFM PER 1.0 HP.
**]115V CIRCULATING PUMP WILL DELIVER 100 GPH AT 250 PSIG. 115V PUMP RATED AT 5.5 AMPS

| —

| o GLYCOL SUPPLY <—— ]:ﬁ]]]]]

: : (TOP FITTING)

(5]

| | [[[[Emﬁ —  » GLYCOL SUPPLY

I o | (BOTTOM FITTING)

L — 1

5-20R ” N
1/2” BRASS BARB FITTINGS (STANDARD AT ALL CHILLERS)

RECEPTACLE REQUIREMENT OPTIONAL 3/8” BRASS BARB FITTINGS ON REQUEST PER
BY ELECTRICAL CONTRACTOR CUSTOMER’S ORDER

COOLTEC REFRIGERATION CORP.

1250 E. FRANKLIN AVE. UNIT B, POMONA, CA 91766 s T:909-865-2229 #  F:909-868-0777
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COOLTEC e

QTY:

WATER COOLED UNIT FOR BEER COOLING SYSTEMS
'DRAFT BEER POWER-PAK"
LOW PROFILE SERIES

WATER CONNECTIONS

ACCESS LID TO GLYCOL AT THIS END

TANK TO CHECK FLUID

LEVEL AND REFILL GLYCOL DIGITAL THERMOSTAT

=

72” LONG POWER CORD
WITH NEMA 5-20P PLUG

LIFT-OFF LOUVERED PANELS
AT FRONT AND LEFT END
FOR ACCESS TO PUMP

GLYCOL SUPPLY AND
RETURN LINE BARBED

FITTING CONNECTORS R 4 4 SA

MODELS:

[ ] PPL-WC-025-1/1 (1/4 HP) SERIES WITH ONE PUMP, UP TO 70 FT. cus LISTED c €
[ ] PPL-WC-030-1/1 (1/3 HP) SERIES WITH ONE PUMP, UP TO 100 FT. I

[ ] PPL-WC-050-1/1 (1/2 HP) SERIES WITH ONE PUMP, UP TO 150 FT. 3352 FILE $A32027

COOLTEC'S COMPACT DESIGN

The Glycol Beer Cooling System is a closed loop re-circulation chiller system that delivers
28°F Glycol to beer trunk lines (at 95°F ambient temperature). Because the "Power-Pak" uses
mechanical refrigeration, a constant fluid rate, pressure and temperature are maintained and
designed at maximum 100°F ambient temperature (Ambient temperature- provide cooling at
200 CFM per 1.0 HP). Operation at peak performance, the unit will be able to produce a better
product with consistent quality at a higher production rate.

STANDARD FEATURES

* Low Profile and compact design.

* Steel housing, powder coat finish (color almond). Stainless Steel finish, optional.

* Adjustable electronic temperature control with digital read-out.

* High efficiency compact heat exchanger to provide efficiency for longer beer line runs up to 150 Feet.

* Easily accessible, positive displacement rotary vane pump, with 1/3 HP ball bearing type motor
assembly, with power cord and plug connected to toggle switch, for easy service.

* Factory pre-mixed Glycol fluid (35% concentration)

* Available in 115 Volts, Single Phase, 60 Hertz. 6'-0" power cord with NEMA 5-20P plug

* Economical to install.

FACTORY INSTALLED ACCESSORIES

Water cooled condensing unit with pre-assembled liquid line drier and sight glass, electronic
temperature control with digital read-out, heat exchanger, TX valve, and Glycol tank. One Glycol
supply and one Glycol return barbed fitting connectors.

COOLTEC REFRIGERATION CORP.

1250 E. FRANKLIN AVE. UNIT B, POMONA, CA 91766 s T: 909-865-2229 % F:909-868-0777
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COOLTEC

WATER COOLED UNIT FOR BEER COOLING SYSTEMS
'DRAFT BEER POWER-PAK"
LOW PROFILE SERIES

R448A REFRIGERANT - GLYCOL COOLANT

1/4 HP
WATER COOLED 115 VOLT
| 30" | POWER-PAK ONE PUMP
| L-SERIES —‘ r
) PPL-WC-025-1/1
=}
=ﬁ—\ NOMENCLATURE
18" o
3/8” CHILLED WATER IN
3/8” RETURN WATER OUT
PLAN VIEW 72" LG. POWER CORD WITH PLUG
3/8” NPT WATER CONNECTIONS THIS END
/) i INLET (SUPPLY) AND OUTLET (RETURN)
— =5 === @ [[ =]
I
== [° —
(= | ]
16" = — =. ——— |
= | [
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= e 0|
ol o - o . . - . [ K o o
[— 1 — | 30" | e —
LEFT END VIEW FRONT ELEVATION VIEW RIGHT END VIEW
(GLYCOL TANK AND PUMP) (GLYCOL PUMP AND MOTOR) (CONDENSER’S SIDE)
FLUID-PAK'S SPECIFICATIONS:
GLYCOL WATERCONNECTIONSI SHIPPING
MAX. : PUMP DIMENSIONS TOTAL | POWER CORD
MODELNO. | 1P |voLtace| Ling |caracity CONNECTIONS system | anppiug  PWATRRTEMP AT ST
* AMP! EMA R/
RUN | MBE* Hypedd ory. | INLET | oUTLET | LENGTH| WIDTH | HEIGHT (115.1.20) NEVARATINGE ot [ivcer [ourer [weigrr [cUBIc

FEET

PPL-WC-025-1/1§ 1/4 § 115-1-60 70 FT. 2.48 1731 1 172" 172" 30" 18" 16" 11.5 NEMA 5-20P§ 1.5 [ 3/8" 3/8" 160 6
PPL-WC-030-1/1§ 1/3 | 115-1-60 J100FT.} 3.21 1731 1 172" 172" 30" 18" 16" 12.7 NEMA 5-20Pf 1.5 | 3/8" 3/8" 170 6
PPL-WC-050-1/1f 1/2 § 115-1-60 J150 FT.] 4.78 1311 172" 172" 30" 18" 16" 16.0 |NEMA 5-20Pf 1.5 | 3/8" 3/8" 180 6

NOTES: ALL SYSTEMS ENGINEERED WITH R448A REFRIGERANT.
GLYCOL CONCENTRATION: (TYPICAL AT ALL UNITS) 35% GLYCOL, 65% DISTILLED WATER
*CHILLER CAPACITY AT 25°F SUCTION PRESSURE (1 MBH = 1000 BTU/HR)
DESIGNED AT MAXIMUM 100°F AMBIENT TEMPERATURE
PROVIDE COOLING AIR OF 200 CFM PER 1.0 HP.
**115V CIRCULATING PUMP WILL DELIVER 100 GPH AT 250 PSIG. 115V PUMP RATED AT 5.5 AMPS
3/8" NPT WALTER CONNECTIONS (INLET-SUPPLY, OUTLET-RETURN)- WATER TEMPERATURE AT 85°F

—r—

| ©° |

| | GLYCOL SUPPLY <—— }:ﬂIIII]

| | (TOP FITTING)

| |

| |

| o | [[m:m@ —» GLYCOL SUPPLY

L (BOTTOM FITTING)
5-20R 1

RECEPTACLE REQUIREMENT
BY ELECTRICAL CONTRACTOR

COOLTEC REFRIGERATION C P.
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AIR COOLED UNIT FOR BEER COOLING SYSTEMS
'DRAFT BEER POWER-PAK"
LOW PROFILE SERIES

LIFT-OFF, LOUVERED
ACCESS PANEL AT THIS END
TO CONDENSER

REMOVABLE S/S LID DIGITAL THERMOSTAT
WITH DRAW LATCHES
ACCESS TO GLYCOL TANK
TO CHECK FLUID LEVEL
AND REFILL GLYCOL

=

72” LONG POWER CORD
AND PLUG

115 VOLTS— NEMA L5-30P
208 VOLTS— NEMA 6-20P

LIFT-OFF, LOUVERED
ACCESS PANEL

TO PUMP
GLYCOL SUPPLY AND RETURN

LINE BARBED FITTING CONNECTORS

R448A

MODELS:
|:| PLM-050-1/1 (1/2 HP) SERIES WITH ONE PUMP, UP TO 150 FT.
|:| PLM-050-1/2 (1/2 HP) SERIES WITH TWO PUMPS, UP TO 300 FT. GUS LISTED c €
|:| PLM-075-1/1 (3/4 HP) SERIES WITH ONE PUMP, UP TO 150 FT. CONDENSING UNIT
33SZ FILE SA32027

|:| PLM-075-1/2 (3/4 HP) SERIES WITH TWO PUMPS, UP TO 300 FT.

COOLTEC'S COMPACT DESIGN

The Glycol Beer Cooling System is a closed loop re-circulation chiller system that delivers
28°F Glycol to beer trunk lines (at 95°F ambient temperature). Because the "Power-Pak" uses
mechanical refrigeration, a constant fluid rate, pressure and temperature are maintained and
designed at maximum 100°F ambient temperature (Ambient temperature- provide cooling at
1000 CFM per 1.0 HP). Operation at peak performance, the unit will be able to produce a better
product with consistent quality at a higher production rate.
STANDARD FEATURES
* Low Profile and compact design.
* Steel housing, powder coat finish (color almond). Stainless Steel finish, optional.
* Adjustable electronic temperature control with digital read-out.
* High efficiency compact heat exchanger to provide efficiency for longer beer line runs up to 150 Feet.
* Easily accessible, positive displacement rotary vane pumps, each with 1/3 HP ball bearing type motor
assembly, with power cord and plug connected to toggle switch, for easy service.
* Factory pre-mixed Glycol fluid (35% concentration)
* Available in 208 Volts, Single Phase, 60 Hertz. 6'-0" power cord with NEMA plug.
115 Volts - NEMA L5-30P and 208 Volts - NEMA 6-20P
* Economical to install.
FACTORY INSTALLED ACCESSORIES
Condensing unit with pre-assembled liquid line drier and sight glass, electronic temperature control
with digital read-out, heat exchanger, TX valve, and Glycol tank. One Glycol supply and one
Glycol return barbed fitting connectors.

COOLTEC REFRIGERATION CORP.

1250 E. FRANKLIN AVE. UNIT B, POMONA, CA 91766 s T: 909-865-2229 % F:909-868-0777
] sales@cooltecrefrigeration.com  #$&  www.cooltecrefrigeration.com




COOLTEC

AIR COOLED UNIT FOR BEER COOLING SYSTEMS
'"DRAFT BEER POWER-PAK"
LOW PROFILE SERIES
R448A REFRIGERANT - GLYCOL COOLANT

427
3/4 HP 115 VOLTS
. * o POWER—-PAK TWO PUMPS
M-SERIES —‘ r
1 1 m
20" PLM—O75—1/2
NOMENCLATURE
PLAN VIEW =
H _#
B|=|d
| e |
EFEFF———3
[
16" . | 16"
©o —
. ° ° lo
20" 42" 20"
LEFT END VIEW FRONT ELEVATION VIEW RIGHT END VIEW
(GLYCOL LINE CONNECTORS) (GLYCOL PUMP—MOTOR AND CONTROLS) (CONDENSER’S SIDE)
FLUID-PAK'S SPECIFICATIONS:
MAX. | cuneer | PUMP | SLYCOL DIMENSIONS totar | POWER CORD | SHIPPING
MODEL NO. | HP JVOLTAGE | LINE JCAPACITY SYSTEM AND PLUG
RUN [ MBE)* Uy | o1y, | mveer [outier | Lenota | wipth |neiur| AMPS | NEMA RATING fyweigur %{:%IT(:
PLM-050-1/1 § 1/2 §115-1-60 § 150 FT. 4.78 1/3 1 172" 12" 42" 20" 16" 16.0 NEMA L5-30P 190 11
PLM-050-1/2 | 1/2 §115-1-60 § 300 FT. 4.78 1/3 2 12" 12" 42" 20" 16" 21.5 NEMA L5-30P 210 11
PLM-075-1/1 | 3/4 §115-1-60 § 150 FT. 7.39 1/3 1 12" 12" 42" 20" 16" 20.1 NEMA L5-30P 190 11
PLM-075-1/2 | 3/4 §115-1-60 § 300 FT. 7.39 1/3 2 12" 12" 42" 20" 16" 25.6 NEMA L5-30P 210 11

NOTES: ALL SYSTEMS ENGINEERED WITH R448A REFRIGERANT.
GLYCOL CONCENTRATION: (TYPICAL AT ALL UNITS) 35% GLYCOL, 65% DISTILLED WATER.
*CHILLER CAPACITY AT 25°F SUCTION PRESSURE (1 MBH = 1000 BTU/HR)
DESIGNED AT MAXIMUM 100°F AMBIENT TEMPERATURE.
PROVIDE COOLING AIR AT 1000 CFM PER 1.0 HP.
**115V CIRCULATING PUMP WILL DELIVER 100 GPH AT 250 PSIG. 115V PUMP RATED AT 5.5 AMPS
OPTIONAL 208 VOLT AVAILABLE. CONTACT FACTORY.

r— 7 r— "
Coo gl e GLYCOL SUPPLY <—— HII]]]
| | | | (TOP FITTING)
LN I I
21 |
| | | | —— GLYCOL SUPPLY
| | | | (BOTTOM FITTING)
) o
| I I 4
L5—30R 6—20R 1/2” BRASS BARB FITTINGS (STANDARD AT ALL CHILLERS)
OPTIONAL 3/8” BRASS BARB FITTINGS ON REQUEST PER
RECEPTACLE REQUIREMENTS CUSTOMER’S ORDER

BY ELECTRICAL CONTRACTOR

COOLTEC REFRIGERATION CORP.

1250 E. FRANKLIN AVE. UNIT B, POMONA, CA 91766 s T:909-865-2229 #  F:909-868-0777
sales@cooltecrefrigeration.com  $  www.cooltecrefrigeration.com




COOLTEC e
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WATER COOLED UNIT FOR BEER COOLING SYSTEMS
'"DRAFT BEER POWER-PAK"
LOW PROFILE SERIES

WATER CONNECTIONS
INLET AND OUTLET
AT THIS END
REMOVABLE S/S LID DIGITAL THERMOSTAT
WITH DRAW LATCHES
ACCESS TO GLYCOL TANK
TO CHECK FLUID LEVEL
AND REFILL GLYCOL

=

72” LONG POWER CORD
AND PLUG

115 VOLTS— NEMA L5-30P
208 VOLTS— NEMA 6-20P

LIFT-OFF, LOUVERED
ACCESS PANEL

TO PUMP
GLYCOL SUPPLY AND RETURN
LINE BARBED FITTING CONNECTORS R44 BA

MODELS:
|:| PLM-WC-050-1/1 (1/2 HP) SERIES WITH ONE PUMP, UP TO 150 FT. GUS LISTED c €
|:| PLM-WC-050-1/2 (1/2 HP) SERIES WITH TWO PUMPS, UP TO 300 FT. CONDENSING UNIT
|:| PLM-WC-075-1/1 (3/4 HP) SERIES WITH ONE PUMP, UP TO 150 FT. 33SL FILE SA32027

|:| PLM-WC-075-1/2 (3/4 HP) SERIES WITH TWO PUMPS, UP TO 300 FT.

COOLTEC'S COMPACT DESIGN
The Glycol Beer Cooling System is a closed loop re-circulation chiller system that delivers
28°F Glycol to beer trunk lines (at 95°F ambient temperature). Because the "Power-Pak" uses
mechanical refrigeration, a constant fluid rate, pressure and temperature are maintained and
designed at maximum 100 °F ambient temperature (Ambient temperature- provide cooling at
200 CFM per 1.0 HP). Operation at peak performance, the unit will be able to produce a better
product with consistent quality at a higher production rate.
STANDARD FEATURES
* Low Profile and compact design.
* Steel housing, powder coat finish (color almond). Stainless Steel finish, optional.
* Adjustable electronic temperature control with digital read-out.
* High efficiency compact heat exchanger to provide efficiency for longer beer line runs up to 300 Feet.
* Easily accessible, positive displacement rotary vane pumps, each with 1/3 HP ball bearing type motor
assembly, with power cord and plug connected to toggle switch, for easy service.
* Factory pre-mixed Glycol fluid (35% concentration)
* Available in 115 and 208 Volts, Single Phase, 60 Hertz. 6'-0" power cord with NEMA plug.
115 Volts - NEMA L5-30P and 208 Volts - NEMA 6-20P
* Economical to install.
FACTORY INSTALLED ACCESSORIES
Water-cooled condensing unit with pre-assembled liquid line drier and sight glass, electronic
temperature control with digital read-out, heat exchanger, TX valve, and Glycol tank. One Glycol
supply and one Glycol return barbed fitting connectors.

COOLTEC REFRIGERATION CORP.

1250 E. FRANKLIN AVE. UNIT B, POMONA, CA 91766 s T: 909-865-2229 % F:909-868-0777
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COOLTEC

WATER COOLED UNIT FOR BEER COOLING SYSTEMS
'DRAFT BEER POWER-PAK"
LOW PROFILE SERIES

R448A REFRIGERANT - GLYCOL COOLANT
3/4 HP

42" WATER COOLED 115 VOLT
POWER—PAK —‘ |—Two PUMPS

. * ! M-SERIES —|

! I g PLM—WC-075-1/2
NOMENCLATURE

3/8” COLD WATER IN
q 3/8” RETURN WATER OUT

72” LG. POWER CORD WITH PLUG

=
3/8" NPT WATER CONNECTIONS THIS END
= i INLET (SUPPLY) AND OUTLET (RETURN)

PLAN VIEW

20" 42" 20"
LEFT END VIEW FRONT ELEVATION VIEW RIGHT END VIEW
(GLYCOL LINE CONNECTORS) (GLYCOL PUMP—MOTOR AND CONTROLS) (WATER CONNECTIONS THIS SIDE)

FLUID-PAK'S SPECIFICATIONS:

GLYCOL
MAX. | caerer | PUMP CONNECTIONS DIMENSIONS torar | POWER CORD | SHIPPING

MODEL NO. HP | VOLTAGE | LINE JCAPACITY SYSTEM AND PLUG

.
RUN [ MBE)* Ay | o1y, | incer [outeer | Lenatr | wipth {HeigaT| AMPS | NEMA RATING fyygigur %%‘EITC

PLM-WC-050-1/1 1/2 §115-1-60 | 150 FT.j} 4.78 1/3 1 12" 12" 42" 20" 16" 16.0 NEMA L5-30P 190 11
PLM-WC-050-1/2 1/2 §115-1-60 | 300 FT.| 4.78 1/3 2 12" 12" 42" 20" 16" 21.5 NEMA L5-30P 210 11
PLM-WC-075-1/1] 3/4 §115-1-60 | 150 FT.} 7.39 1/3 1 172" 172" 42" 20" 16" 20.1 NEMA L5-30P 190 11

PLM-WC-075-1/2] 3/4 § 115-1-60 § 300 FT.} 7.39 1/3 2 172" 172" 42" 20" 16" 25.6 NEMA L5-30P 210 11

NOTES: ALL SYSTEMS ENGINEERED WITH R448A REFRIGERANT.
GLYCOL CONCENTRATION: (TYPICAL AT ALL UNITS) 35% GLYCOL, 65% DISTILLED WATER.
*CHILLER CAPACITY AT 25°F SUCTION PRESSURE (1 MBH = 1000 BTU/HR)
DESIGNED AT MAXIMUM 100°F AMBIENT TEMPERATURE.
PROVIDE COOLING AIR AT 1000 CFM PER 1.0 HP.
**115V CIRCULATING PUMP WILL DELIVER 100 GPH AT 250 PSIG. 115V PUMP RATED AT 5.5 AMPS
OPTIONAL 208 VOLT AVAILABLE. CONTACT FACTORY.

'__O__| '__0__|

! ! ! GLYCOL SUPPLY <—— ]:ﬂ]]]]]

: — : : : (TOP FITTING)

| | | | [[[n:m@ —» GLYCOL SUPPLY

I o | I o | (BOTTOM FITTING)

L 1 -

L5-30R 6—20R 1/2" BRASS BARB FITTINGS (STANDARD AT ALL CHILLERS)

RECEPTACLE REQUIREMENTS OPTIONAL 3/8" BRASS BARB FITTINGS ON REQUEST PER
BY ELECTRICAL CONTRACTOR CUSTOMER’S ORDER

COOLTEC REFRIGERATION CORP.

1250 E. FRANKLIN AVE. UNIT B, POMONA, CA 91766 s T: 909-865-2229 % F:909-868-0777
sales@cooltecrefrigeration.com  #$&  www.cooltecrefrigeration.com
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COOLTEC

SPECIFICATIONS

Item No._ - Remote Refrigeration Package

The refrigeration package shall be pre-engineered and factory assembled unit, trade name Air Cooled "POWER-PAK", as manufactured by COOLTEC
Refrigeration Corp., 1250 E. Franklin Ave., Pomona, CA 91766.
Phone: (909) 865-2229, Fax: (909) 868-0777. E-mail address: sales@cooltecrefrigeration.com

Contractor shall furnish and install, where shown on plans, (1) COOLTEC U.L. Approved "POWER-PAK" Air Cooled Remote Refrigeration
Package, Model - , 115 Volts, 1 Phase, 60 Hertz.

The housing and frame shall be fabricated of stainless steel. The air cooled condenser shall be designed for 15°F TD.

The "POWER-PAK" chiller shall circulate coolant solution (Propylene Glycol) from the walk-in cooler to the dispensing stations and back,
and maintain the desired dispensing temperature at the faucet (beer tap).

1. Air-Cooled Refrigeration Unit for Fluid Chiller

A. Air-Cooled condensing units shall be glacier scroll type (Copeland). Each chill unit shall be equipped with chiller plate
evaporator coil, stainless steel reservoir capacity for two (2) gallons of fluid, compressor, condenser, receiver, drier,
sight glass, TX valve and electronic temperature control T-stat with digital readout.

B. All compressor units shall be new factory assembled to operate with the refrigerant specified in the engineering summary
sheet, which is refrigerant R448A.

C. "POWER-PAK" shall incorporate one to two 1/3 HP ball bearing type motors with 10 GPH, 150 PSIG positive displacement,
rotary vane type pumps for optimum performance. Each pump shall be equipped with breaker and quick disconnect for
replacement of pump units. To minimize sweating, all pumps, chill lines and manifolds to be insulated.

D. Each "POWER-PAK" shall be pre-charged with R448A refrigerant.

2. Glycol Fluid
A. Glycol supply and return shall be installed using approved type tubing, supplied by installing contractor.
B. A 35% propylene glycol and 65% distilled water solution shall only be used.
(Caution: Do not dilute further or system may freeze up.)

CONSTRUCTION NOTES AND SPECIFICATIONS FOR TRADES

1. Beer System Contractor

A. Contractor shall co-ordinate location of "POWER-PAK". Determine the ideal placement of "POWER-PAK".
Locate the connection point to the trunk housing and place the "POWER-PAK" as close to this point as possible.

B. Areas for unit's location can be on top of beer keg cooler box, the side of the cooler or wall, hung from ceiling or an
outdoor housing. (COOLTEC can supply these mounting kits or outdoor housing when specified on purchase order).
If "POWER-PAK" is to be located in area with proper ventilation. It is imperative that this ventilation is provided to
prevent system failure due to overheating.

C. "POWER-PAK" shall be placed on a level surface to provide proper overflow protection for the glycol solution.

D. Unit dissipation of heat. Need a minimum of twelve inches (12") clearance at rear of unit for fresh air intake.
Also provide room for accessibility and service.
(Note: Do not block louver surface area of the unit. This will restrict air intake and exhaust air exiting the unit.)

E. Contractor must ensure that power switches for condensing unit and pumps are in the "off" position before start-up.
To start up the system, provide power to the fused disconnect at the unit.

2. Electrical Contractor
A. Electrical contractor to provide for the "POWER-PAK" a fusable disconnect.
B. All electrical wiring and installation shall be in accordance with the wiring diagram and per local codes.

3. Plumbing Contractor
A. Plumbing contractor shall provide drain connection to "POWER-PAK" overflow port. Line to run to nearest floor

receptacle.
B. All plumbing installation shall be in accordance with local codes. Line to run to nearest floor receptacle.

REPRESENTED BY:

Since product improvement is a continuing effort with engineers at COOLTEC
June 20 1 9 Refrigeration Corp., we reserve the right to make changes in specifications without notice.
COOLTEC Refrigeration Corporation.  (2019) Printed in U.S.A. RP 195/5m
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